BQ-CHECK
Test Object

Test object for constancy checks of
photon and electron beam qualities using
STARCHECK or OCTAVIUS Detector 729

Features

» Checks the beam quality of photon and electron
beams in combination with STARCHECK or
OCTAVIUS Detector 729

» No interference with profiles on the main axes

» Comprehensive data analysis by MultiCheck software

BQ-CHECK is a phantom with 300 mm x 300 mm x 47 mm
in size. It can be placed on the PTW 2D ion chamber
arrays OCTAVIUS Detector 729 and STARCHECK to check
the constancy of the beam quality of high energy photon
and electron beams.

Wedges of different materials are placed over the diago-
nals of the arrays. The MultiCheck software checks the
constancy of the beam quality and displays a figure for
each beam quality. Limits of acceptance can be adjusted.
The beam quality can be tracked with a statistic function.
Because the main axes are not affected by the use of
BQ-CHECK the beam quality can be checked without addi-
tional workload.

The beam quality analysis is part of the MultiCheck soft-
ware. For the use of BQ-CHECK, MultiCheck software is
needed.

Ordering Information
T42030 BQ-CHECK Test object

OCTAVIUS Detector 729 page 57
STARCHECK page 64

STARCHECK maxi measuring system page 64
STARCHECK mari gccessory plate page 64
MultiCheck page 65
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