MLCSoft®
MLC Test Software
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Software for calibration and quality
control of multileaf collimators used for
IMRT treatment by linear accelerators

Features

Helps to ensure precise leaf positioning when using
multileaf collimators for patient treatment

Presents the measuring results as a table showing the
actual leaf positions and individual deviations to the
nominal value

Offers easy offset correction by calculating the mean
deviation

Works on the basis of measurements performed with
the LA48 linear array

Determines the 50 % dose values for each leaf by
measuring up to 47 profiles in one run

The accuracy and, at least as important, the reproducibil-
ity of the leaf positioning of multileaf collimators are
important parameters that must be checked frequently to
ensure precise IMRT treatment. Leaf position checks are
part of the quality assurance procedures and should be
carried out in a fast and accurate way.

The easy-to-handle MLCSoft Software determines and
evaluates the leaf positions of multileaf collimators by
means of a LA48 linear chamber array in combination
with a TBA Therapy Beam Analyzer MP3, MP3-M or
SLA48. The measuring results are presented both as a dia-
gram and as a table showing the actual positions and the
deviations from the nominal leaf position with a display
resolution of 0.1 mm.

Ordering Information

S070014 MLCSoft Software
S5080045.002 Option MLCSoft for MEPHYSTO mc2

» LA48 Linear Chamber Array page 47
» MP3 Phantom page 41

» MP3-M Phantom page 42

» SLA48 Air Scanners page 53

» MEPHYSTO mc2 page 49



